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Drawing 7

Attaching CamoNets to WindBlockers

We recommend attaching the CamoNets to the WindBlockers to prevent wind gusts from blowing the WindBlockers into the
boat. Follow the instructions below and refer to Drawing 8:

1. Raise the blind.
2. Raise the FlipTops to the hunting position (remember to slide the FlipTop Hinge Clips inward to close any overhead

gap if desired).
3. With the WindBlockers hanging on the outside of the boat, allow the CamoNets to hang naturally against them. The

bottom edge of the WindBlockers will most likely hang several inches below the bottom edges of the CamoNets.
4. Beginning at the center on either side of the blind, use a small knife to make a 1/4” wide incision through the

CamoNet and WindBlocker at the same time. This incision should be made just above the binding that is sewn along
the bottom edge of the CamoNet.

5. Make another 1/4” incision in the WindBlocker just below the bottom edge of the CamoNet. This incision should be
approximately 3/4” directly below the original incision in the CamoNet/WindBlocker.

6. Feed a small black plastic cable tie through the incision in the CamoNet. Then feed the cable tie through the top
incision in the WindBlocker and back through the bottom incision in the WindBlocker.

7. Secure the cable tie but do not tighten it fully. Leave a small space to allow the CamoNet drawstrings to move
freely.

8. Repeat the steps above until you have secured the bottom of the CamoNet to the WindBlocker in at least 4 places
that are evenly spaced along the length of the side.

9. Repeat all of the steps above on the opposite side CamoNet/WindBlocker.

1/4” incision in CamoNet

1/4” incisions in
WindBlocker

Drawing 8

This image is shown from inside the
blind to offer a clear view of the
desired result.
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CARE AND STORAGE OF THE QUICK-SET®

Care of CamoNets and WindBlockers
1. CamoNets and WindBlockers should always be kept in the boat and out of the water to avoid freezing.
2. For longest life of CamoNets and WindBlockers, we recommend that you dry them thoroughly before storing them.

This can be done quickly and easily by raising the blind and FlipTops to the hunting position and allowing the fabric
to air dry.

3. If you store your boat outside, we recommend that you cover the boat and blind with a waterproof boat cover. This
will keep the CamoNets and WindBlockers dry allowing easier set-up in freezing temperatures.

4. We recommend that you dry the CamoNets and WindBlockers thoroughly and remove them from the frame
completely when the season is over. Fold them, place them in an air-tight plastic bag and store them in a cool, dry
place.

Preparing the Quick-Set® for Traveling
1. Before traveling, lower the blind and roll the CamoNets tightly inside the WindBlockers and secure the rolled fabric

to the frame using the Ball Snuggers. Secure each folded Leg Assembly with a Ball Snugger to prevent the frame
from bouncing on bumpy roads, etc.

2. We recommend the use of a boat cover when traveling with the Quick-Set® as you never know what weather you
will encounter. Keeping the blind dry will add to your success!

Note: It is always recommended that you dry the CamoNets and WindBlockers thoroughly before rolling them up as described in step 1 above. If this is not
possible, make sure you unroll them and allow them to dry as soon as you reach your destination.

Removing the Quick-Set from Your Boat

There are two methods for removing the frame from your boat:
1. Remove the D-Rings from the Base Plates, lift the frame from the boat leaving the Base Plates attached. This

method allows for quick and simple re-installation. We recommend that you attach the D-Rings to the frame as this
will guarantee that they will not be misplaced.

2. For complete removal of the frame including the Base Plates, simply remove the 16 bolts that secure the Base Plates
to the boat. To protect the RivNuts’ threads and to prevent the loss of the bolts, we recommend that you screw the
bolts back into the RivNuts after the Base Plates have been removed.

TROUBLESHOOTING

Refer to this section to find answers to problems you might encounter during installation.

1. There is a trolling motor mounted to the boat where the frame will rest in the down position. Many hunters use
their trolling motors to power the boat when picking up decoys so we recommend that you leave your trolling motor
mounted to the boat when installing the blind. To do this you will raise the motor and lock it in place as if the
propeller were completely out of the water. Mount the blind as desired. Once the blind is installed, fold the trolling
motor back down over the frame and secure it with an elastic stretch cord. When you want to raise the blind, simply
raise the trolling motor, lock it in place with the propeller well out of the water and raise the blind.

2. There is not a sufficient mounting surface in the boat. This problem can be solved very easily with Quick-Set®
Mounting Brackets. These two-piece aluminum brackets are adjustable to fit any boat, and they mount to the inside
wall so that the Base Plates can be attached. If your boat does not have a sufficient mounting surface or if you would
like to mount your blind higher than the surface allows, you can call Avery® Customer Service to order these parts.

3. The boat has a steering console. Boats with steering consoles can cause problems when mounting the frame. The
closer the console is to the boat’s wall, the more complex the problem. If your boat has a steering console that is
causing problems with installation, call Avery® Customer Service. You might be asked to provide digital photos of
your boat and console from several angles so please be prepared.

4. Installing RivNuts into carpeted mounting surfaces. If the mounting surface (usually the boat’s deck) is carpeted,
you must strip at least _” of carpet and any underlying glue away from the edge of the 3/8” hole after it is drilled. A
RivNut cannot be set properly in a hole that is drilled into a carpeted surface unless the area around the hole has
been cleaned to expose _” of raw aluminum around the outside edge of the hole. Remember that RivNuts must be
crimped into bare aluminum.

5. The mounting surface is wood or fiberglass. Wood and fiberglass are poor mounting surfaces, and neither will
accept RivNuts. If the mounting surface is wood or fiberglass, we recommend that you install Quick-Set® Mounting
Brackets.
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6. The Front FlipTop Hinge Clips are too close together to allow the FIipTops to rest at 45° angles.  This occurs
when the overall front frame width of your blind is less than 40”. When this happens, the FlipTop Hinge Clips are
16” apart or closer which causes the FlipTops to meet before they can rest at the desired angles. To achieve 45°
angles with the front FlipTops, you can slide the FlipTop Hinge Clips outward thus separating the FlipTops. To
mount the front FlipTops permanently at 45° angles with bolts and lock nuts, you will have to cut equal amounts of
tubing from the short end of each Front FlipTop Corner Tube until the FlipTops are able to rest at 45°angles. If you
cut the tubing, you will use the _” bit to drill new pivot holes in the Front FlipTop Corner Tubes (the center of these
holes will be _” from the end of the tubing).

If you encounter problems that are not addressed in this section, call Avery® Customer Service at 800/333-5119.

RULES FOR SAFE OPERATION OF YOUR QUICK-SET®

1. Never travel with the blind in the up position.
2. Never operate the boat’s motor with the blind in the up position.
3. Do not place guns or gear between the blind frame and the wall of the boat as the gear could fall in the water when

the blind is raised.
4. Always maintain a firm grip on the frame with one hand when lowering the blind.
5. Raise and lower the blind one end at a time.
6. Keep the CamoNets and WindBlockers away from open flames and/or excessive heat.
7. Always secure the boat before raising the blind.
8. Never lean loaded firearms directly against the blind’s frame. Always use the Quick-Set® Barrel Holder (supplied in

the package) to secure your gun’s barrel.




